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GENERAL NOTES

ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE FLANS:
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY
PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT
BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR. THE
CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY
SO THAT THE CONFLICT MAY BE RESOLVED.
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CONSTRUCTION DETAILS

A. INSTALL 27 FT. MAST ARM POLE WITH TWIN 50 FT./60 FT.
15 FT. STREET LIGHTING ARM WITH 250 WATT HPSV LUMINAIRE
80, 90 DEGREE CONDUIT BEND) 50" ARM CUT TO 38’

B. INSTALL 27 FT. MAST ARM POLE WITH 70 FT. MAST ARM,
SCHEDULE 80, 90 DEGREE CONDUIT BEND)

C. INSTALL 27 FT. MAST ARM POLE WITH 38 FT. MAST ARM,

NEMA PHASTING

FLASHING
OPERATION

MAST ARMS. SIGNAL HEADS,

SIGNS,

AND

(NOTE: INSTALL 1-4 IN. SCHEDULE

SIGNAL HEADS,

SIGNS,

AND 15 FT.

SIGNAL HEADS, AND SIGN (NOTE: INSTALL 1-4 IN.

STREET LIGHTING

ARM WITH 250 WATT HPSV LUMINAIRE AND A POLE MOUNTED CABINET AND CONTROLLER WITH CONTROL AND

DISTRIBUTION EQUIPMENT AND ALL OTHER NECESSARY EQUIPMENT

SCHEDULE 80,

90 DEGREE CONDUIT BENDS)

PROPOSED UNDERGROUND ELECTRICAL
INSTALL 4 IN. SCHEDULE 80 RIGID
INSTALL 4 IN. SCHEDULE 80 RIGID
INSTALL 4 IN. SCHEDULE 80 RIGID

INSTALL 2 IN. SCHEDULE 80 RIGID
INSTALL 2 IN. SCHEDULE 80 RIGID

INSTALL ELECTRICAL HANDHOLE
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(NOTE: INSTALL 1-2 IN. AND 2-3 IN.
SERVICE BY POWER COMPANY
ELECTRICAL PVC CONDUIT — BORED
ELECTRICAL PVC CONDUIT — TRENCHED
ELECTRICAL PVC CONDUIT - BORED FOR ELECTRICAL SERVICE
ELECTRICAL PVC CONDUIT — TRENCHED FOR TELEPHONE SERVICE
ELECTRICAL PVC CONDUIT - BORED FOR TELEPHONE SERVICE
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